THREADED CAPS

NOMINAL 48mm OUTER DIAM.

76x38mmx7Kg/m CHANNEL SECTION

WHERE NECCESSARY

GENERAL NOTES:

ALL ASPECTS OF THE STRUCTURAL STEELWORK ARE TO BE IN ACCORDANCE WITH

AT END ¢ (40mm INNER DIAM.) TUBULAR HANDRA'%—S / (STANDARDS "TYPE A’) ¢ c THE CURRENT EDITION OF SANS 0162: THE STRUCTURAL USE OF STEEL.
1.5m 1.5m 1.5m ALL STEEL IS TO BE GRADE 300W.
, | —| —| -]
= T I | STANDARDS TO BE FABRICATED FROM STANDARD 76 x 38 x 7 CHANNEL SECTION.
(Eﬁ__ T / \ ALL WELDS TO BE 4mm MIG. WELD SCALE AND SPLATTER ARE TO BE REMOVED BY
t WIRE BRUSHING, OR GRINDING WHERE NECESSARY, PRIOR TO GALVANISING.
§ 300 BINDING WIRE ALL HOLES TO BE MACHINE CUT.
| | | / ALL BURR TO BE REMOVED AND SHARP EDGES SMOOTHED OFF AFTER MACHINING.
¢ T | | | | l - 1 1 [ 1 1 tL | | L l L ALL STANDARDS, RAILING, COUPLINGS AND CAPS TO BE HOT-DIP GALVANISED IN
- X o2 020050260500 0% ACCORDANCE WITH SANS SO 1461 (1996) WITH 25% ADDITIONAL COATING
o 0 - X K8 THICKNESS (i.e. EQUIVALENT TO SANS 763 (1977) FOR HEAVY DUTY APPLICATIONS.).
= <| & S XK NO GALVANISED COMPONENT IS TO BE SUBJECTED TO ANY CUTTING, BINDING,
= | = XX X WELDING, HEATING, ABRADING OR ANY OPERATION LIKELY TO RESULT IN DEFORMATION
© — KK, XS OF THE COMPONENT OR DAMAGE TO ITS PROTECTIVE COATING.
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